SPECIFICATIONS

MODEL : SW-TS
S-Type LoaD CELL

——1 THREADE

BOTH EMDE
SPECIFICATIONS PART. NO. | T
Capacity H W D ‘T’-Thread Nickel Plated Stainless Steel
25 2.50 2.00 .75 1/4 -28 UNF-2B TS-25 TS-25-SS
50 2.50 2.00 .75 1/4 -28 UNF-2B TS-50 TS-50-SS :ﬁ o
75 2.50 2.00 .75 1/4 -28 UNF-2B TS-75 N/A =
100 2.50 2.00 .75 1/4 -28 UNF-2B TS-100 TS-100-SS _
150 2.50 2.00 .75 1/4 -28 UNF-2B TS-150 N/A :'
200 2.50 2.00 .75 1/4 -28 UNF-2B TS-200 TS-200-SS | ; . 'g" '
250 250  2.00 75 1/4 -28 UNF-2B TS-250 TS-250-SS —_— -
300 2.50 2.00 .75 1/4 -28 UNF-2B TS-300 TS-300-SS }‘-—— W = "I
500 2.50 2.00 1.00 1/2 -20 UNF-2B TS-500 TS-500-SS
750 2.50 2.00 1.00 1/2 -20 UNF-2B TS750 TS-750-SS
1,000 2.50 2.00 1.00 1/2 -20 UNF-2B TS-1K TS-1K-SS T ‘: :
1,500 2.50 2.00 1.00 1/2 -20 UNF-2B TS-1.5K TS-1.5K-SS i ], -
2,000 2.50 2.00 1.00 1/2 -20 UNF-2B TS-2K TS-2K-SS !
2,500 2.50 2.00 1.00 1/2 -20 UNF-2B TS-2.5K TS-2.5K-SS
3,000 4.00 3.00 1.25 1/2 -20 UNF-2B TS-3K TS-3K-SS
5,000 4.00 3.00 1.25 3/4 -16 UNF-2B TS-5K TS-5K-SS g
10,000 4.00 3.00 1.25 3/4 -16 UNF-2B TS-10K TS-10K-SS
15,000 5.50 3.50 1.50 1-14 UNF TS-15K TS-15K-SS ' |
20,000 700 450  2.00 1-1/4 -12 UNF TS-20K  TS-20K-SS v | E ,
30/40,000 10.00 5.75 2.75 1-1/2-12 UNF TS-30K/40K N/A T |
[~ O =
Safe Overload: Zero Balance: Element Material/Finish:
150% of rated capacity +1.0% Full Scale Nickel Plated or Stainless Steel
Rated Output: Bridge Resistance: Cable Length & Type:
MU, 350 ohms IN 20 foot, 4 conductor, shielded cable.
Nonlinearity: 350 ohms OUT Cable Color Code:
0%% FSO Temperature Safe Range: ~ pgeq . + Excitation
Hysteresis: 0to +175°F Black ... - Excitation
02% FSO Compensated Range: GIOOMe + Signal
Non-Repeatability: +1510 +150°F Y - Signal
01% FSO Temperature EffectZero: gy Shield
Rated Excitation: T 0'000?% Fgf(f)/oi Rated Output:
10 AC-DC (15V maximum). emperature Effect on Rated Output:

0.0008% FSO/°F



